
9. Please ensure to include all graphic elements, original 
scans, eps's, jpg's, tiffs etc in a Folder named ‘Images’ that 
accompanies the artwork.

10. Artwork should be produced preferably in Adobe Illustrator. 
Whilst we can use page make up programs such as Quark 
and In-Design, these have limitations as we often need to 
manipulate choke, spread and compensate for dot gain when 
printing on to the highly absorbent Drip Mat material.

11. If the Artwork is purely a PhotoShop or JPG file, please 
ensure it is a minimum of 300 dpi for optimum reproduction. 
We are unable to make use of any low resolution files such as 
72 dpi as the quality is simply not high enough definition for 
commercially acceptable print quality. 

12. This Template is available as either a PDF or Adobe 
Illustrator CS3 file from our website at www.dripmats.com 
If your design has a different design on the reverse side, 
please use two templates, numbering them 1 and 2 
respectively.
Please remember that we always provide Visuals Proofs for 
prior approval before going to press. 
 
You may upload your artwork direct from our website at 
www.dripmats.com or send by email to 
studio@hardistyrolls.com
Alternatively you may send your artwork to us on CD to:

Hardisty Rolls DripMats, 28 Victoria Avenue, Harrogate, HG1 5PR
Tel: +44 (0) 1423 781 700 - Fax: +44 (0) 1423 781 800
Email: studio@hardistyrolls.com

1. All artwork should be done on the Foreground Layer or new 
layers and not any of the template layers.

2. The Cutter Guide shows actual size of Drip Mat size 94mm. 
Rounded corners are necessary to meet Health & Safety 
legislation, no sharp corners on square mats.

3. The Inner Area Guide allows 5mm in from the edge of the 
Cutter Guide for any type or elements that do not want to 
bleed off the edge of the drip mat.

4. The Outer Bleed Off Guide allows a 5mm bleed off for any 
elements or colours that do need to bleed off the edge of the 
drip mat.

5. Type sizes: Do NOT go below the following type font Point 
sizes:
Self coloured Type Face (i.e. Black) 6 point.
White Type reversed out of a colour: 8 point bold.
Coloured Type Face made from CMYK: 8 point bold.

6. Type face/s should be converted to paths, or supplied in 
their respective named Font Folders. We undertake to remove 
any fonts from our system after outputting the necessary films.

7. Graphic elements such as original scans, eps's, jpg's, tiff 
images etc should be a minimum of 300dpi at 100% for 
optimum reproduction.

8. Please ensure that any un-used colours or unused 
elements are removed from the artwork prior to supplying the 
artwork.
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http://www.theisaf.org

Bringing the Information Security industry
together to co-ordinate awareness activities


